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FEATURES 
 
�  High chemical resistance 
�  Small dead space 
�  Filter elements in PTFE or Glassfibre 
 
 
EIGENSCHAFTEN 
�
�  Höchste chemische Beständigkeit  
�  Geringes Totvolumen  
�  Filterelemente aus Glasfasern und aus  
    PTFE  

APPLICATION 
 
The analyser filter type JF-1 is designed to remove 
dust and impurities from gas streams, which could 
do damage to sensitive analysers. 
 
TECHNOLOGY 
 
The construction of this filter together with the diffe-
rent materials available guarantees the best possible 
conditioning of the sample gas. The filter housing is 
constructed from PVDF. FPM is used for the O-ring 
seal. This allows use in applications where corrosive 
materials may be found. The filter materials are avai-
lable in a variety of pore sizes. For applications whe-
re SO2 or NO2 are measured PTFE filter elements 
are available. 
 
FEATURES 
 
The Filter JF-1 is compatible with other filter hou-
sings and can be changed without problems. 

ANWENDUNG 
 
Der Analysenfilter JF-1 dient zur Abscheidung von 
Stäuben und Verunreinigungen aus Gasen, die z. B. 
empfindlichen Analysengeräten zugeleitet werden. 
 
TECHNOLOGIE 
 
Der Aufbau dieses Filters zusammen mit den zur 
Verfügung stehenden Filterelementen garantiert eine 
optimale Aufbereitung der Probengase. Die einge-
setzten Materialien, PVDF für das Filtergehäuse und 
FPM für die O-Ring-Dichtung erlauben den Einsatz 
auch bei sehr korrosiven und lösungsmittelhaltigen 
Applikationen. Die Filterelemente stehen mit ver-
schiedenen Porenweiten zur Verfügung. Für Applika-
tionen, bei denen SO2 oder NO2 gemessen werden, 
sind Filterelemente aus PTFE erhältlich. 
 
FUNKTIONEN 
 
Dieser Filter JF-1 ist in seinen mechanischen Ab-
messungen mit verschiedenen Produkten kompatibel 
und kann problemlos ausgetauscht werden. 
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GAS OUTLET 

GAS INLET 
Filterdeckel 
Filter Cap 

Filterelement 
Filter Element 

Filtergehäuse 
Filter Housing 

Kontermutter 
Nut 

TECHNISCHE DATEN 

SPEZIFIKATIONEN 

Gehäusewerkstoff   PVDF  

O-Ring-Dichtung  FPM (Viton®)  

Totvolumen  < 40cm3  

Filteroberfläche  80 cm2  

Gewicht  210g  

Anschlüsse  2 x G 1/8“  

Betriebsdruck  3bar max.  

Betriebstemperatur  150°C  

Filterelement Glasfasern  2 µm  

Filterelement Gesintertes PTFE  2 µm  

BESTELLCODE 

Filtergehäuse JF-1  p/n: 17.00001  

Filterelement Glasfaser VE 5 Stk.  p/n: 17.00002  

Filterelement PTFE VE 3 Stk.  p/n: 17.00003  

SPECIFICATIONS 

Casing  PVDF  

O-ring  FPM (Viton®)  

Dead volume  < 40 cm3  

Filter surface  80 cm2  

Weight  210 g  

Connections  2 x G 1/8“  

Operating Pressure  3bar max.  

Operating temperature  150°C  

Filter element Glassfibre  2µm  

Filter element PTFE sintered  2µm  

ORDER CODE 

Filterhousing JF-1  p/n: 17.00001  

Filter element Glassfibre 5 pcs/pack  p/n: 17.00002  

Filter element PTFE 3 pcs/pack  p/n: 17.00003  


